SITE PHASING AND TRAFFIC CONTROL PLAN - PHASE 2B

ONE WAY SB TRAFFIC FROM 6:5 TO 8:13

6:5 TO 6:23

PHASE TO COMPLETE BY WEEK OF JUNE 5TH

CONTRACTOR MAY ACCESS SITE USING THIS DRIVEWAY. COORDINATE GATE ACCESS WITH UTILITY OPERATOR.

PHASE 2 - ZONE 2
MOBILIZE MAY 1ST, 2023
COMPLETE BY JUNE 9TH, 2023
96 STALLS OUT OF COMMISSION

CONTRACTOR MAY ACCESS SITE USING THIS DRIVEWAY.

TEMPORARY BARRIER RAIL, TYP.
MAINTAIN WIDTH OF DRIVE LANE AT ALL TIMES
MAINTAIN MINIMUM 11' DRIVE LANE IN EACH DIRECTION

CHANNELIZING DEVICE, TYP.

INSTALL 11' WIDE 7" THICK TEMPORARY PCC ROAD
MAINTAIN MINIMUM 11' DRIVE LANE

CONTRACTOR TO PIN TEMPORARY BARRIER RAIL TO PAVEMENT IF WITHIN 3' OF TRENCH
PLACE STEEL PLATE ON FIBER OPTIC LINE UNDER TEMPORARY ROAD BEFORE TEMPORARY ROAD IS INSTALLED.

IOWA WRESTLING FACILITY

DSB & CHA STEAM, CONDENSATE, AND SANITARY SEWER REPLACEMENT
ENGIE NORTH AMERICA
IOWA CITY, IOWA

SITE PHASING AND TRAFFIC CONTROL PLAN - PHASE 2B

DRAWN:
APPROVED:
ISSUED FOR:
DATE:
FIELD BOOK:
PROJECT NO:
CLIENT NO:

LEGEND
DESCRIPTION
TRAFFIC CONTROL SIGN (TYPE AS INDICATED)
PLAN MARK
CONSTRUCTION AREA
ROADWAY VEHICLE TRAFFIC FLOW ARROW
CHANNELIZING DEVICE
PEDESTRIAN ROUTE
CHAIN LINK CONSTRUCTION FENCE
TRAFFIC CONTROL SIGN (TYPE AS INDICATED)
TREE PROTECTION FENCE

Map Scale: 1" = 40'