SITE LAYOUT NOTES

1. ALL SITE RESTORATION WORK IS EXPECTED TO BE COMPLETED WITH NEW CONSTRUCTION QUALITY AND WORKMANSHIP PRECEDING TO EXISTING CONDITIONS.
2. COMPLETE SURFACE RESTORATION AS SOON AS POSSIBLE AFTER WORK ISN'T INvana IS COMPLETED.
3. ALL AREAS OUTSIDE WORK LIMITS THAT ARE DAMAGED SHALL BE RESTORED TO MATCH EXISTING. FOR EXAMPLE, ANY PAVING WILL BE REPLACED WITH ASPHALT CONCRETE WITH CONCRETE, ETC. PLEASE NOTE OTHERWUSE ON THE PLANS.
4. SITE CLEANUP SHALL BE PERFORMED ON A DAILY BASIS. SIDEWALKS, PARKING LOTS, ROADAWAYS, ETC SHALL BE KEPT CLAY AT ALL TIMES.
5. BR. 1/2/5 PLAN SHEETS FOR ADDITIONAL REQUIREMENTS FOR PERMANENT GROUNDED CONTROL.
6. GRIND ALL SURFACES TO DRUM POSITIVELY. SEE ITC-1 SHEET FOR GRINDING PLAN.
7. ADJUST ALL VALVES, HYDRAULIC AND HANDLE TO FINISHED GRINDING PROVIDE A MEMORANDUM OF COMPLIANCE REINSTATE WATER MAINS AND VARIOUS PAVEMENT WITH EXISTING SHOES. OWNER, CONTRACTOR, ENHANCED AND LANDING TO PRODUCE PERFORMANCE TO ALL.
8. SHOWN A SEGMENT OF PAVING, CURB OR CURTAIN, OR DETECTABLE WARNING PANELS THAT ABUT THE EDGE OF THE CONTRACTOR, THE ENTIRE SECTION SHALL BE INSPECTED AND REPLACED.
9. DETECTABLE WARNING PANELS SHALL BE DIRECT AND REVEAL IN FULL PAVEMENT. THE CONTRACTOR SHALL DOUBLE-STEP PAVEMENT AS NEEDED TO PROTECT PANELS DURING CONSTRUCTION. ANY AREAS DAMAGED SHALL BE REPLACED AT THE CONTRACTOR'S EXPENSE.
10. ALL NEW PAVEMENT SHALL BE BOUND TOGETHER IN EXISTING ADJACENT PAVEMENT. SEE SITE DETAILS 1/17/21.
11. REFER TO ARCHITECTURAL SHEETS FOR AREAS WITH INCH 1/2 CURB.
12. REFER TO STRUCTURAL, FOR TOPPING SLAB INFORMATION.
13. THE CONTRACTOR IS REQUIRED TO PROVIDE A MECHANICAL PLAN TO PROTECT LAYERS, PLACE ALL HEAVY PLANTING AND PERMEABLE PAVEMENT IN AS REQUIRED TO COMPLETE THE PROJECT TO COMPLETE ALL COSTS ASSOCIATED WITH COLD WEATHER PLANTING AND RELATED WORK. CONTRACTOR, THE ENTIRE SECTION SHALL BE REMOVED AND REPLACED.
14. DETECTABLE WARNING PANELS SHALL BE 2' WIDE, NEENAH R-4984 CAST IRON, FACTORY POWDER COATED "BRICK RED." ALL DEPENDABLE PANELS THAT ABUT THE EDGE OF THE DRIVE PAVEMENT SHALL BE SET NO THE FRONT EDGE 1/4" OFF THE EDGE OF THE DRIVE PAVEMENT.
15. SEE DETAILS FOR LANDSCAPE PLAN.

PAVEMENT JOINING NOTES

1. ALL JOINTS SHALL MEET IOWA DEPARTMENT OF TRANSPORTATION STANDARD ROAD PLAN PV-01.
2. CONTRACTOR SHALL FOLLOW JOINING PLAN AS SHOWN. SUBMIT ANY CHANGES TO THE OWNER FOR APPROVAL PRIOR TO CONSTRUCTION.
3. ALL NEW PAVING SHALL BE BOUND TOGETHER IN EXISTING.
4. NOT ALL EXPANSION JOINTS SHEET SHOWN ON THE DRAWING, CONTRACTOR TO DETERMINE AND INSTALL ALL JOINTS.

SITE RESTORATION PLAN

CONTRACTOR TO COORDINATE WITH OWNER.

SCULPTURES PROTECTED IN NEW FOUNDATION. CLEANER BUSINESS CENTERS,此类。

SCREEN WALL AND COLUMNS. REFERENCE, TYP.

INSTALL (7) PARKING COLUMNS. TYP.

SEE L-101 FOR LANDSCAPE PLAN.

CONTRACTOR'S EXPENSE.

SITE CLEANUP SHALL BE PERFORMED ON A DAILY BASIS. SIDEWALKS, PARKING LOTS, ROADWAYS, ETC SHALL BE KEPT CLEAN AT ALL TIMES.

THE OWNER SHALL BE RESTORED TO MATCH EXISTING. FOR EXAMPLE, ANY PAVING WILL BE REPLACED WITH ASPHALT CONCRETE WITH CONCRETE, ETC. PLEASE NOTE OTHERWUSE ON THE PLANS.

SITE CLEANUP SHALL BE PERFORMED ON A DAILY BASIS. SIDEWALKS, PARKING LOTS, ROADAWAYS, ETC SHALL BE KEPT CLEAN AT ALL TIMES.

THE CONTRACTOR IS REQUIRED TO PROVIDE A MECHANICAL PLAN TO PROTECT LAYERS, PLACE ALL HEAVY PLANTING AND PERMEABLE PAVEMENT IN AS REQUIRED TO COMPLETE THE PROJECT TO COMPLETE ALL COSTS ASSOCIATED WITH COLD WEATHER PLANTING AND RELATED WORK. CONTRACTOR, THE ENTIRE SECTION SHALL BE REMOVED AND REPLACED.

DETECTABLE WARNING PANELS SHALL BE 2' WIDE, NEENAH R-4984 CAST IRON, FACTORY POWDER COATED "BRICK RED." ALL DEPENDABLE PANELS THAT ABUT THE EDGE OF THE DRIVE PAVEMENT SHALL BE SET NO THE FRONT EDGE 1/4" OFF THE EDGE OF THE DRIVE PAVEMENT.

SEE DETAILS FOR LANDSCAPE PLAN.

CONTRACTOR'S EXPENSE.

SITE CLEANUP SHALL BE PERFORMED ON A DAILY BASIS. SIDEWALKS, PARKING LOTS, ROADWAYS, ETC SHALL BE KEPT CLEAN AT ALL TIMES.

THE CONTRACTOR IS REQUIRED TO PROVIDE A MECHANICAL PLAN TO PROTECT LAYERS, PLACE ALL HEAVY PLANTING AND PERMEABLE PAVEMENT IN AS REQUIRED TO COMPLETE THE PROJECT TO COMPLETE ALL COSTS ASSOCIATED WITH COLD WEATHER PLANTING AND RELATED WORK. CONTRACTOR, THE ENTIRE SECTION SHALL BE REMOVED AND REPLACED.

DETAILS JOINING POINTS PROTECTED IN NEW FOUNDATION. CLEANER BUSINESS CENTERS, such.

SCREEN WALL AND COLUMNS. REFERENCE, TYP.

INSTALL (7) PARKING COLUMNS. TYP.

SEE L-101 FOR LANDSCAPE PLAN.

CONTRACTOR'S EXPENSE.

SITE CLEANUP SHALL BE PERFORMED ON A DAILY BASIS. SIDEWALKS, PARKING LOTS, ROADWAYS, ETC SHALL BE KEPT CLEAN AT ALL TIMES.

THE CONTRACTOR IS REQUIRED TO PROVIDE A MECHANICAL PLAN TO PROTECT LAYERS, PLACE ALL HEAVY PLANTING AND PERMEABLE PAVEMENT IN AS REQUIRED TO COMPLETE THE PROJECT TO COMPLETE ALL COSTS ASSOCIATED WITH COLD WEATHER PLANTING AND RELATED WORK. CONTRACTOR, THE ENTIRE SECTION SHALL BE REMOVED AND REPLACED.

DETECTABLE WARNING PANELS SHALL BE 2' WIDE, NEENAH R-4984 CAST IRON, FACTORY POWDER COATED "BRICK RED." ALL DEPENDABLE PANELS THAT ABUT THE EDGE OF THE DRIVE PAVEMENT SHALL BE SET NO THE FRONT EDGE 1/4" OFF THE EDGE OF THE DRIVE PAVEMENT.

SEE DETAILS FOR LANDSCAPE PLAN.

CONTRACTOR'S EXPENSE.

SITE CLEANUP SHALL BE PERFORMED ON A DAILY BASIS. SIDEWALKS, PARKING LOTS, ROADWAYS, ETC SHALL BE KEPT CLEAN AT ALL TIMES.

THE CONTRACTOR IS REQUIRED TO PROVIDE A MECHANICAL PLAN TO PROTECT LAYERS, PLACE ALL HEAVY PLANTING AND PERMEABLE PAVEMENT IN AS REQUIRED TO COMPLETE THE PROJECT TO COMPLETE ALL COSTS ASSOCIATED WITH COLD WEATHER PLANTING AND RELATED WORK. CONTRACTOR, THE ENTIRE SECTION SHALL BE REMOVED AND REPLACED.

DETECTABLE WARNING PANELS SHALL BE 2' WIDE, NEENAH R-4984 CAST IRON, FACTORY POWDER COATED "BRICK RED." ALL DEPENDABLE PANELS THAT ABUT THE EDGE OF THE DRIVE PAVEMENT SHALL BE SET NO THE FRONT EDGE 1/4" OFF THE EDGE OF THE DRIVE PAVEMENT.

SEE DETAILS FOR LANDSCAPE PLAN.

CONTRACTOR'S EXPENSE.

SITE CLEANUP SHALL BE PERFORMED ON A DAILY BASIS. SIDEWALKS, PARKING LOTS, ROADWAYS, ETC SHALL BE KEPT CLEAR AT ALL TIMES.

THE CONTRACTOR IS REQUIRED TO PROVIDE A MECHANICAL PLAN TO PROTECT LAYERS, PLACE ALL HEAVY PLANTING AND PERMEABLE PAVEMENT IN AS REQUIRED TO COMPLETE THE PROJECT TO COMPLETE ALL COSTS ASSOCIATED WITH COLD WEATHER PLANTING AND RELATED WORK. CONTRACTOR, THE ENTIRE SECTION SHALL BE REMOVED AND REPLACED.

DETECTABLE WARNING PANELS SHALL BE 2' WIDE, NEENAH R-4984 CAST IRON, FACTORY POWDER COATED "BRICK RED." ALL DEPENDABLE PANELS THAT ABUT THE EDGE OF THE DRIVE PAVEMENT SHALL BE SET NO THE FRONT EDGE 1/4" OFF THE EDGE OF THE DRIVE PAVEMENT.

SEE DETAILS FOR LANDSCAPE PLAN.

CONTRACTOR'S EXPENSE.

SITE CLEANUP SHALL BE PERFORMED ON A DAILY BASIS. SIDEWALKS, PARKING LOTS, ROADWAYS, ETC SHALL BE KEPT CLEAN AT ALL TIMES.

THE CONTRACTOR IS REQUIRED TO PROVIDE A MECHANICAL PLAN TO PROTECT LAYERS, PLACE ALL HEAVY PLANTING AND PERMEABLE PAVEMENT IN AS REQUIRED TO COMPLETE THE PROJECT TO COMPLETE ALL COSTS ASSOCIATED WITH COLD WEATHER PLANTING AND RELATED WORK. CONTRACTOR, THE ENTIRE SECTION SHALL BE REMOVED AND REPLACED.

DETECTABLE WARNING PANELS SHALL BE 2' WIDE, NEENAH R-4984 CAST IRON, FACTORY POWDER COATED "BRICK RED." ALL DEPENDABLE PANELS THAT ABUT THE EDGE OF THE DRIVE PAVEMENT SHALL BE SET NO THE FRONT EDGE 1/4" OFF THE EDGE OF THE DRIVE PAVEMENT.

SEE DETAILS FOR LANDSCAPE PLAN.